
 

 
 
 
 

Tracking Tag KIOSK 

 Tag assignment and verification 

 Enable self-management of MST devices 

 Optional internal UPS 

 Rugged IP54 enclosure 

Improving the safety 

of your underground 

environment 
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Tracking Tag KIOSK 

The MST Tracking Tag KIOSK enables self-management of MST devices for underground 

mining and tunnelling environments. KIOSKs are rugged stations that automate the 

assignment and functional validation of MST Tracking Tags, allowing the location of personnel 

to be monitored as they enter or leave work areas.  

A Tracking Tag can either be integrated into the MST ICCL Cap Lamp or worn as a discrete unit. Each 

Tracking Tag can be permanently assigned to an underground worker or be available for temporary 

assignment. If a Tag is not permanently assigned to a particular person, MST’s ENROL KIOSK is used 

to assign the Tracking Tag to the user. The user swipes their card on the ENROL KIOSK’s card reader 

thus identifying themselves. The KIOSK then assigns this person to the Tracking Tag that they are 
wearing. This information is transmitted by the KIOSK, via Wi-Fi, to the MST software solution, 

allowing the person to now be tracked through the underground environment. 

When a Tracking Tag is permanently assigned to a user, the KIOSK detects the tag when the user 

presents to the KIOSK, and displays the name of the user associated with the Tag, allowing them 
to confirm that their Tag is correctly assigned to them. As with the Tag assignment, the KIOSK 

transmits the information to the MST software solution, and the user can now be tracked as they 

move through the underground mine or tunnelling environment. 

AC INPUT  

 190 – 264 Vac 

 45 – 65 Hz 

ENCLOSURE 

 Stainless Steel 

 700 x 500 x 200 mm (H x W x D) 

 Wall mount 

DISPLAY 

 15 inch colour monitor 

 Anti-glare 

EXTERNAL INDICATORS 

 DC OK 

 Battery OK (UPS Version) 

SYSTEM REQUIREMENTS 

 Secure connection to MST Wi-Fi network (via internal 

MST wireless access point) 

 

BATTERIES (UPS Versions ONLY) 

 4 x 22Ah 12V AGM 

ENVIRONMENTAL 

 Ambient Temperature: 0oC to 44oC (32oF to 111.2oF) 

 Relative Humidity: 20 to 90%, non-condensing 

 Designed to IP54 

 Do not expose to direct sunlight 

INCLUDED DEVICES 

 MST Wireless Access Point 

 MST Tag Exciter 

 MST Tag Processor (Industrial PC) 

 UID Mifare Card Reader (Enrol only) 

VERSIONS AVAILABLE 

 Enrol KIOSK (UPS optional) 

 In/Out KIOSK – assigned tags (UPS optional) 

 


